
Countv Road - Gowbov tine Road No. 915

Map Code: klentnteO on Plate ll-3
Status: Existing

This road is used by localfarmers and the Live Earth operation.
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Storaoe Atea

Map Code: kientified on Plate ll-3
Status:existinq - 4th quarter 2002

Thgis supply yardg greis located adjacent to the portal ram
road and near the entrance and contains parts and bulk supply items used on a continual
basis for either the surface or the underground operation. The yardg arels used to store
inventory parts, machinery, and bulk items in a consistent and easily accessible manner.
The supply yardg gleb located within the proposed surface drainage control area and
rcports to sdimentation pond no. 9.

Aitghaft

Map Code: adentified on Plate ll-3
Status: existim - 4th quarter 2@2

The proposed airstrd will be located in the southwest portion of the disturbance area.
The 16 ft diamster vertical shaft will be approximate$ 70 feet in depth. The airshaft and
associated edraust fan ard housing is required to ventilab the urderground mine
workings.

Rock Dust Bin

Map Code: idenfified on Plate ll-3
Status: eXl$J[- 4th quarter 20O2

This structrre is a supported gteel bin 11 ft. in diamEter ard 38 fi. high. lt is used br bulk
storago ard ddivery of rock dust ard has a capacity of 100 tons. Surfaoe drainage fiom
the bin area will leport to sedinsrtation pond #9.
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Cattle Guard

Map Code: ldentifted on Map ll-3
Status: Existing 4th quarter of 2003

Used to assist in collecting solids which may dislodge from truck tires under both overly
wet and dry conditions. This collection sump makes it less likely for solids to be re-
entrained.

Oil Sbraqe

Map Code: ldentified.on Map ll-3
Status: Proposed - 4n Quarter of 2006

This steel building, with a conqete floor, is used to store oil produc*s out of the weather,
thereby minimizing the potentialfor site contamination by the stored products.

Recessed Feeder

p ll-3
4n Quarter of 2006

This is a concrete wallplaced around the feederat the bottom of the 10,000 ton coal
stockpile, used to funnelcoalto the feeder.

Trash Pit

Map C p ll-3
Status 4h Quarter of 2006

The trash pit consisb of a concrete floorwith moveabka conqete side baniers and is
used as a temporary storage location fior trash generated at the slte-

Skid tounted Shed

The skid mounted sheds are used for tool storaqe, lunch rooms. and equioement
storaqe.

lnserted 912003
Revised 10/2006
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Countv Road - Gowbov Hine Road No. 915

Map Code: identified on Plate ll-3
Status: Existing

This road is used by localfarmers and the Live Earth operation.

Storaoe Area

Map Code: identifted on Plate ll-3
Status:existins - 4th quarter 2002

RECE,YED

road and near the entrance and contains parts and bulk supply items used on a continual
basis for either the surf;ace or the underground operation. The yards areis used to store
inventory parts, machinery, and bulk items in a consistent and easily accessible manner.
The supply yardg arels located within the proposed surface drainage control area and
reports to sedimentation pond no. 9.

Airshaft

Map Code: ldentified on Plate ll-3
Status: existino - 4th quarter 2@2

The proposed airshaftwill be located in the southwest portion sf the disturbance area,
The 16 ft diameter vertical shaft will be approximately 70 feet in depth. The airshaft and
associated eftaust fan and housing is nequired to ventilate the underground mine
workirqgs.

Rock Dust Bin

Map Code: identified on Plate ll-3
Status: exis$no - 4th quarter 2002

This structure b a zupported steel bin 11 ft. in diameter ard 38 ft. hbh. lt is used for bulk
storago and ddivery of rd dusil ard has a capacrty of 1@ tons. Surfaoe drainage from
the bin area will repoil to sedirnentation pond #9.

fnserted 1Oi2OO?
Revised 9/2003
Revised 12107
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Gattb Guard

Map Code: ldentified on Map ll-3
Status: Existing 4th quarter of 2003

Used to assist in colfecting solids which may dislodge from truck tires under both overly
wet and dry conditions. This collec'tion sump makes it less likely for sollds to be re'
entrained.

Oil Storaqe

Map Code: ldentifted on Map ll-3
Status: Proposed - 4B Quarter of 2006

This steel building, with a concrete floor, is used to store oilproducb out of the weather,
thereby minimizing the potential for site contamination by the stored prducts.

Recessed Feeder

p l l-3
4th Quarter of 2006

This is a concrete wall placed around the feeder at the bottom of the 10,000 ton coal
stockpile, used to funnelcoalto the feeder.

Trash Pit

p ll-3
4s Quarter of 2006

The hash pit consists of a concrete floorwith moveable concrete side banierc and is
used as a temporary storage location fior trash generated at the site.

Skid Mounted Shed

The skid mounted sheds are used for tool storaqe, lunch rooms. and equipement
storaqe.
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